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ABSTRACT 

The burning behavior for non-charring fuels is modeled to predict the fire behavior in a compartment. This 

modeling considers the following phenomena: (i) the reduction of heat transfer from flames due to lack of 

oxygen mass fraction; and (ii) the thermal feedback from the smoke layer and walls. In addition, a 

compartment integrated zone model is developed to obtain the parameters which are necessary for the 

prediction of fuel burning behavior. Namely, this approach applies a two-zone model for the growth or pre-

flashover stage and a one-zone model for the fully-developed or post-flashover stage which also 

incorporates the fuel burning behavior. Fire experiments in a cubic compartment are conducted to validate 

this model. Overall, calculations of this integrated compartment model give good agreement with the 

experiments of mass loss rate and temperature in the compartment. 

KEYWORDS: compartment fires, fire behavior, heat transfer, stoichiometric ratio, zone models. 

NOMENCLATURE LISTING 

A opening area (m
2
) Greek 

AF fuel surface area (m
2
)   fire growth ratio (kW/s

2
) 

Cox heat transfer decay rate from flame (-) ch  combustion heat per unit mass of fuel (kJ/kg) 

cp heat capacity at constant pressure 

(kJ/kg·K) 
oxh  combustion heat per unit mass of oxygen (kJ/kg) 

l
  generation or consumption rate of species l  

(kg/s) H opening height (m) 

L total gasification heat (kJ/kg)   emissivity (-) 

bm  mass burning rate (kg/s)   density (kg/m
3
) 

Fm  mass loss rate (kg/s)   Stefan-Boltzmann constant (kW/m
2·K4

) 

inm  mass inflow rate to a layer (kg/s) subscripts 

outm  mass outflow rate from a layer (kg/s) A open air 

pm  fire plume (kg/s) a air layer (lower layer in two-zone) 

tinm  air inflow rate to the upper layer due to  

combustion at boundary 
b burning 

cd carbon dioxide 

P differential pressure (Pa) e thermal feedback from surroundings 

CQ  heat release rate (kW) F fuel 

HnetQ  net heat gain rate by a layer due to heat  

transfer (kW) 
fl flame 

loss loss 

GQ  maximum heat release rate outside the  

compartment (kW) 
o outside air 

ox oxygen 
q  heat transfer rate (kW) p pyrolysis or vaporization 

oxs  stoichiometric oxygen to fuel ratio (-) s smoke layer (upper layer in two-zone, one layer  

in one-zone) T  temperature (K) 

V  volume (m
3
) w wall 

lY  mass fraction of species l (-) wv water vapor 
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INTRODUCTION 

For the prediction of fire spread in a building, knowledge of the amount of smoke and flammable gases 

flowing out of the compartment is essential. The ejected combustion products depend on the fuel burning 

behavior (mass loss rate) as the ventilation varies during the fire growth in the compartment. The 

combustion in the compartment will be fuel-controlled if there is a sufficient amount of oxygen, or will be 

ventilation-controlled if not. Meanwhile, to predict fire behavior in a building, researchers have actively 

developed numerical analysis models based on the zone concept [1]. Though the physical properties in 

zone are not strictly uniform [1], zone models provide valuable information for fire safety design if the 

target phenomena are limited. In addition, zone models require much less time for computations than a 

CFD model. Currently, the fuel burning behavior in zone models is determined at steady-state conditions 

by the opening parameters (e.g. for the mass loss rate [2], and for the heat release rate), or fire safety 

designers determine the behavior according to fuel parameters within a compartment by assuming a fire 

growth rate (e.g. Ref. [3]). Consequently, the former approach limits the prediction of fire phase to a 

steady fully-developed fire, whereas the latter approach may cause inaccurate evaluation about fire 

phenomena because of the difficulty of describing the fuel burning behavior based on the conditions of 

openings and/or fuels. 

The fuel mass loss rate and fire growth depend on the heat transfer from the flame and on the thermal 

feedback from surroundings whereas the heat transfer from the flame depends on the ambient oxygen 

mass fraction [4]. To predict the fuel burning behavior based mainly on the mass loss rate, this paper 

combines two models; (i) one for the fuel burning behavior based on oxygen supply and the rate of heat 

transfer; and (ii) the other for an integrated compartment model, composed of a two-zone model followed 

by a one-zone model. After the fuel burning model is incorporated into the compartment zone model, its 

validity is verified by the experiments performed in a small-scale compartment. 

The consideration of the fuel burning behavior makes it possible to be realistic for practical applications 

regarding the mass and heat release rate histories as well as smoke production rates through openings for 

varying ventilation conditions in the compartment. Although, CFD models could be applied, our 

experience with it has shown that they are not capable and credible to predict the varying fire conditions 

in a compartment fire which range from non-premixed to premixed conditions and poorly model 

techniques of soot and radiation. 

FORMULATION OF FUEL BURNING BEHAVIOR 

The burning behavior of a fuel in a compartment is related to the following parameters: (i) the mass loss 

rate of a fuel; (ii) the heat transfer from flames; (iii) the thermal feedback from surroundings; (iv) the heat 

release rate inside a compartment; (v) the consumption and production rates of chemical species; and (vi) 

the heat release rate outside a compartment. 

Mass Loss Rate 

The mass loss rate at quasi-steady and thermally thick conditions is determined by the heat transferred and 

lost from the surface and the thermal decomposition energy as expressed by: 

losseflF qqqLm   . (1) 

where flq  is the radiative and convective heat transfers from the flames, eq  is the thermal feedback from 

surroundings, lossq  is the heat loss from fuel surface and L is the total heat of gasification 

(  opppv TTch  , ). In the open, the mass loss rate and the heat loss rate from the fuel can be expressed 

as FFAF Amm    and   FopF ATT 44   respectively. It follows that the heat transfer rate from the flame in 

the open can be obtained as follows from Eq. 1. 

  44
opFFAFflA TTLmAq    (2) 
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where FA  is the fuel surface area, FAm   is the mass loss flux in the open, oT  is the outside air temperature 

and initial temperature of the fuel, pT  is the pyrolysis or vaporization temperature and F  is the fuel 

surface emissivity. 

The heat flux from the flame decreases with the ambient oxygen mass fraction [4] existing in a 

compartment at under-ventilated conditions. This reduction of the flame heat transfer depends on the 

equivalence ratio of the gasified fuel and oxygen in the compartment. Following Eq. 3, it is assumed that 

the flame heat transfer decreases as much as the ratio of the amount of available oxygen to the required 

amount of oxygen for the burning of the gasification fuel. The reduction rate can be expressed as follow. 
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where ,oxm  and ,Fm  are the amounts of oxygen available in the compartment for combustion and 

gasified fuel respectively and oxs  is the stoichiometric oxygen-to-fuel ratio. Consequently, the heat transfer 

rate from flame inside a compartment is given by: 

  44

opFFAFoxfl TTLmACq   . (4) 

As shown in Fig. 1, the flaming fuel area denoted as FbA
 
decreases when the amount of oxygen in the 

vicinity of the fire source becomes insufficient [5, 6]. This phenomenon is related to the reduction of heat 

transfer from the flames. Hence it is assumed that the heat transfer rate from the flames decreases as much 

as the reduction of the flaming fuel area. In addition, thermal decomposition occurs at the non-flaming fuel 

area denoted as FpA . These areas can be expressed respectively as: 

FoxFb ACA   (5)

 

  FoxFp ACA  1 . (6)

 

Here the radiative heat transfer from the flames to the non-flaming fuel area is ignored. In addition, the 

flame height should be low enough to be defined by the flaming fuel area. The heat loss from the fuel is: 

  FpFbopFloss AATTq  44 . (7)

 

Therefore, by substituting Eqs. 5 and 7 into Eq. 1 and using Eq. 6, the mass loss rate is given by: 

 
L

ATTq
Amm

FpopFe

FbFAF

44 



 . (8)

 

 

Fig. 1. Schematic of burning model and its balance of heat transfer at fuel: (a) fuel-lean; (b) fuel-rich. 
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Amounts of Available Oxygen and Gasified Fuel for Combustion 

These amounts are expressed in terms of quantities specified in the zone model owing to the flow and 

combustion in the compartment. The amounts of available oxygen and pyrolysed fuel in Eq. 3 consider the 

three different patterns shown in Fig. 2 as explained next. 

Figure 2a shows the case in a fuel-controlled fire. In this case, the flame heat transfer to the fuel is 

determined by gasification of the fuel and air entrainment. The amounts of available oxygen and gaseous 

fuel can be expressed as: 
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YmmYmmmm
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,,,
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. (9) 

where pm  and pfm  are the entrainment rates of the fire plume below the interface layer and the 

intermittent flame height respectively, whereas Yl is the mass fraction of species l. 

Figure 2b demonstrates the case that fuel is burning at the boundary of upper and lower layers. This case 

was observed in experiments when smoke layer came down very low with respect to ceiling height. In this 

case, the combustion mainly depends on the amounts of oxygen and gasification fuels in the upper layer 

because its layer descends close to fire source and floor surface, and the amount of entrainment becomes 

very limited. The extent of the region that the heat transfer affects fuel, the dotted frame as illustrated in 

Fig. 2b, is not well defined. However, the ratio of the oxygen and pyrolysed fuel is constant in any region 

because the mass fraction of chemical species within a layer is uniform on the zone concept. Therefore the 

amounts of available oxygen and gasification fuels can be expressed as follows by using the net amounts of 

the oxygen and gasification fuel in the upper layer. 















sFsoutFsFssF

soxsoutooxsinsoxssox

YmmYVm

YmYmYVm
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 (10) 

Where sinm ,
  is the mass inflow rate to the upper layer in two-zone or to the layer in one-zone, soutm ,

  is the 

mass outflow rate from these layers, tinm  is the flow rate from lower layer to upper layer due to 

combustion at boundary. As for tinm , we assume that the lack of the upper layer oxygen to the oxygen 

consumption rate, ox , based on the mass burning rate, causes the combustion with the lower layer oxygen 

at boundary, and the buoyancy force due to the combustion yields inflow from lower to upper layer. The 

flow rate can be given by 

     
aox

soxsoutooxFpsoxssox

tin
Y

YmYmmYV
m

,

,,,, 0,max 






. (11) 

Figure 2c shows the case in one layer zone. The amounts of available oxygen and gasification fuel in one 

layer can be expressed as Eq. 10 in a similar to the case of Fig. 2b. 

 

Fig. 2. Factors in influencing the fuel / air equivalence ratio in the compartment: (a) two-layer zone 

( 0tinm ); (b) two-layer zone ( 0tinm ); (c) one-layer zone. 
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Rate of Thermal Feedback from Surroundings 

The fuel in a compartment also receives heat from the surroundings in addition to heat from the flame. This 

thermal feedback promotes the mass loss rate compared with that in the open air. The thermal feedback is 

primarily radiative heat transfer from layers and walls: 

         FpFbflowwswosssFe AATTFTTFq   11 4444 .
 

(12) 

where sF  is the geometric factor from the top of fuel to the smoke layer, wF  is the geometric factor from 

the top of fuel to the walls which are in contact with smoke layer, wT  is the temperature of the walls which 

are in contact with smoke layer, s  is the gas emissivity, w  is the wall emissivity and fl  is the flame 

emissivity. 

Heat Release Rate 

The heat release rate, which is determined by the reaction of gasification fuel and oxygen, governs the 

quantity of burning and the extent of increasing compartment temperature inside a compartment. In this 

model, the following equations are formulated to describe fuel-controlled and ventilation-controlled fires. 

In the fuel-controlled fire, all of gasification fuel inside a compartment combust because the sufficient 

amount of oxygen exists. Hence this heat release rate is calculated by multiplying the net amount of 

gasification fuel in the layer by the combustion heat of fuel, ch . The heat release rate for the decay 

period, CDQ , is also calculated in a similar way. 

  csFsoutFsFssCF hYmmYVQ  ,,,
   (13) 

In the ventilation-controlled fire, the heat release rate can be expressed by the following equation because 

the combustion is limited by the net amount of oxygen in the layer. Here when combustion occurs at the 

boundary of the layer (i.e. 0tinm ), it is assumed that the oxygen in the lower layer is also consumed and 

burned. 

 
ox

c
soxsoutooxsinsoxssCV

s

h
YmYmYVQ


 ,,,,,

   (14) 

Figure 3 illustrates the transition of the heat release rate. The calculation of the heat release rate will start 

with the fuel-controlled, CFQ , and then switch to that of the decay period, CDQ , when the relation between 

the quantity of total heat release of fuel, allQ , and the total consumption heat comes under the condition of 

Eq. 15 (point A). Subsequently, the heat release rate will switch that for the ventilation-controlled, CVQ , if 

CVCF QQ    (point B). Afterwards, CFQ  diminishes if the condition corresponds to Eq. 15 (point C), and 

then the heat release rate will switch to that of the decay period if CVCF QQ    (point D). 

  



t

t

CFall

t

tt

endd QQtt
end

d 0

2   (15) 

Here, on the calculation of the heat release rate, the flaming and non-flaming fuel areas in Eqs. 5 and 6 are 

also conveniently derived from 2t  fire until the flame spreads the entire surface area of fuel besides Cox. 

In a fire decay period, it is conveniently calculated by  2tted   fire. 
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Fig. 3. Transition of heat release rate. 

Consumption and Generation Rates of Chemical Species 

The consumption or generation rates of chemical species l, l
 , and unburned gasification fuel are presented 

as common properties of all fuel types. The rates for other chemical species are calculated according to 

fuels. The oxygen consumption rate can be expressed as following equation based on the stoichiometric 

ratio. 

boxox ms    (16) 

where 
 
 










CVCFcCV

CVCFcCF

b

QQhQ

QQhQ
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 . (17) 

It is assumed that unburned gas is yielded inside a compartment when cF hm   exceeds the heat release rate 

of the ventilation-controlled fire. Hence the generation rate of the unburned gas can be expressed as 













 0,max

c

CVcF
F

h

Qhm  . (18) 

Heat Release Rate of Unburned Gas outside a Compartment 

The unburned gas inside a compartment is ejected through an opening due to the ventilation effect induced 

by the pressure difference between inside and outside a compartment. Subsequently, the ejected 

gasification fuel reacts with oxygen outside the compartment. Hence the maximum heat release rate of 

ejected flame is given by 

csoutsFG hmYQ  ,,
 . (19) 
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FORMULATION OF INTEGRATED ZONE MODEL 

The variations of temperature and chemical species mass fractions according to the fire phase are necessary 

for the prediction of the fuel burning behavior. Then two models are integrated to predict these parameters. 

Figure 4 illustrates the schematic of this model. The model includes a two-zone model for a growth fire and 

a one-zone model for a fully-developed fire. The two-zone model is divided into two zones, an upper 

smoke layer and a lower air layer, and assumed that the physical quantity within each zone is uniform. The 

one-zone model is assumed that the gas inside the compartment is sufficiently mixed and the physical 

quantity of the zone is uniform. The calculation begins with the two-zone model, and then is switched to 

the one-zone model when the fire becomes fully-developed. 

 

Fig. 4. Schematic of integrated zone model: (a) two-zone model; (b) one-zone model. 

Conservation of Zone and State of Gas 

The conservation equations of zone and the state equation of gas are listed in Table 1. The conservation 

equations for the one-zone model are obtained by adding the corresponding equations for the upper and 

lower layers. Here HnetQ  is the net heat gain rate by a smoke layer due to heat transfers from wall, fuel and 

outdoor, AA   is the flow rate from an air layer to an air layer, SA   is the flow rate from an air layer to an air 

layer through a smoke layer, AS   is the flow rate from a smoke layer to an air layer. These opening flow 

rates are given by using equations in the model proposed by Tanaka [7]. 

Table 1. Conservation of zone and state of gas. 

Conservation of 

mass 

Upper-layer    




n

j

ijtinpss ASmmV
dt

d

1

  

Lower-layer      




n

j

ijjijitinFpao AAAAASmmmV
dt

d

1

  

Conservation of 

energy 

Upper-layer       




n

j

sijpotinFpppFpsHnetCsssp TAScTmmmcTmcQQTVc
dt

d

1

,
  

Lower-layer       




n

j

oij
j

oji
j

ojipotinFppoaop TAATAATSAcTmmmcTVc
dt

d

1

  

Conservation of 

chemical species 

Upper-layer       




n

j

slijoltinFplssls YASYmmmVY
dt

d

1

,,,
  

Lower-layer       




n

j

olij
j
olji

j
oljioltinFpaolo YAAYAAYSAYmmmVY

dt

d

1

,,,,,
  

Gas state  353.  const
R

PM
T  
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Transition of Zone Model 

Transition Conditions 

A fully-developed fire is the stage that enclosure volume is stirred and intensive combustion continues 

steadily. The rapid expansion of combustion due to flashover usually causes this stage, and a factor of the 

outbreak is strong heat flux at floor level. However, the ignition of unburned gas due to the heat flux could 

not always cause sufficient churning inside the compartment and the maintenance of a one-zone formation, 

but only the expansion of combustion. Consequently, the maintenance of the formation as shown in Fig. 4b 

is probably made by the ventilation-controlled fire that incoming oxygen through opening combusts 

instantaneously. Therefore it assumes that the satisfaction of following two conditions causes the transition 

from the two-zone model to the one-zone model. 

High Heat Flux at Floor Level 

As the radiative heat flux at the center of the floor level, floorq  , calculated by Eq. 20 reaches 20 kW/m
2 [8], 

flashover could occur. 

  wfloorwwssfloorssfloor FTFTq ,

4

,

4 1    (20) 

where sfloorF ,  is the geometric factor from the center of the floor to the smoke layer, wfloorF ,  is the 

geometric factor from the center of the floor to the walls which are in contact with the smoke layer. 

Generation of Large Amount of Unburned Gas 

The expansion of combustion requires unburned gas to be ignited, and the continuous generation of the gas 

probably causes churning inside the compartment. That is, the consumption of almost all of the oxygen 

inside the compartment (i.e. the required amount of oxygen for the combustion of gasification fuel exceeds 

the net amount of oxygen in the compartment) causes intensive combustion, which probably leads to 

transition to one-zone. It follows that this condition is given by 

      ijsoxssooxijjijiooxaosFijFsFssox ASYVYAAAASAYVYASmYVs   ,,,,,  .(21) 

Transition of Predicted Values 

The conservation equations for transition from two-zone (2Z) to one-zone (1Z) can be expressed as below. 

Conservation of energy:             aaapZsZsZspZsZsZsp TVcTVcTVc   222111  (22) 

Conservation of chemical species:             alaaZslZsZsZslZsZs YVYVYV ,2,221,11    (23) 

Conservation of mass:         aaZsZsZsZs VVV   2211  (24) 

Furthermore, the conservation of energy at an arbitrary point inside a wall can be expressed as follows. 

      iZwsiZwswioiwawiZwsiTw TxATxATxA ,22,,1    (25) 

where TA  is the total surface area inside a compartment, ix  is the segmented distance to wall in the 

direction of depth and w  is the density of wall. 

The predictions of compartment temperature, mass fraction of chemical species and wall temperature are 

transferred by the following equations at the transition of model. Here the compartment temperature is 

given by using that cp is expressed by a liner function of temperature [9], Eq. 22 and gas state in Table 1. 
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The mass fraction of chemical species l is derived from Eq. 23, Eq. 24 and the gas state. Wall temperature 

is derived from Eq. 25. 
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VERIFICATION OF THE MODEL 

A computer program model, which was incorporated the formulation of the fuel burning behavior into the 

integrated zone model, was developed. The validity of this model was verified by the experiments with a 

scaled model of a compartment. 

Experiment Overview 

A cubic scaled compartment with an opening was used in the experiments. This compartment was 

comprised of 0.1 m thick ceramic boards and its inner size was measured 1.0 m × 1.0 m × 1.0 m. The 

opening conditions were set six patterns according to the floor area of the compartment. Methanol was used 

as the fuel. The details of the experimental conditions are listed in Table 2. 

The fuel mass loss rate is an important parameter governing compartment fire behavior. The temperature 

inside compartments is also similar parameter in predicting the possible damage caused by fire, and is 

closely linked with the mass loss rate. That is why these two parameters were measured. The mass loss rate 

was measured for a period of one second with three beam-type load cells. The temperature inside the 

compartment was measured every one second by Type-K thermocouples (radius 0.65 mm) that were placed 

on the opposite angle in the corner of walls. 

 

Table 2. Experimental conditions. 

Opening Unit Values 

A / Floor area － 1/50 2/50 5/50 10/50 15/50 20/50 

W m 0.1 0.14 0.225 0.32 0.39 0.45 

H m 0.2 0.28 0.45 0.64 0.78 0.9 

AH
1/2

 m
5/2

 0.0089 0.0207 0.068 0.1638 0.2686 0.3842 

Fuel Unit Values 

Type － A1 A2 A4 

Size m×m 0.32×0.32 0.45×0.45 0.64×0.64 

AF m
2
 0.1 0.2 0.41 

Weight kg 2.38 

 

Calculation Conditions 

The calculation conditions are presented in Table 3. 
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Table 3. Calculation conditions [10,11]. 

< Wall > Ceramic board 

parameter pc  (kJ/kg/K) w  (kg/m
3
) w  (-) 

Value 1.0467 250 1.0 

< Fuel > Methanol 

Parameter 
L 

(kJ/kg) 
FAm   (kg/s/m

2
) oxs  (-) pT  (K) 

α(=αd) 

(kW/s
2
) 

Δhc 

(kJ/kg) 

Δhox 

(kJ/kg) 
F  (-) 

Value 1195 
0.015 (D<0.6) 

0.022 (0.6<D<3.0) ox

c

h

h




 338 

Ultra fast 

(0.19) 
19100 13400 1.0 

 

In addition, the following conditions were used. 

Gas emissivity depends on fuel type. The gas emissivity in methanol is given by the following equation 

because the emission from the particles in ash can be ignored. 

wvcds    (27) 

where cd  is the emissivity of carbon dioxide and wv  is that of water vapor, and these are calculated from 

the following equations provided by Schack [12], 
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 (28) 

where cdP  is the differential pressure of carbon dioxide, wvP  is that of water vapor and sL  is the average 

optical length for smoke layer. 

As for the generation rates of carbon dioxide and water vapor, the combustion of methanol is assumed to be 

complete. The generation rates of carbon dioxide, cd , and water vapor, wv , can be expressed as follows 

[13] because the chemical equation is OHCOOOCH 2224 4232  . 
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18

3
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32

44

boxwv

boxcd

ms
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 (29) 

Finally, the flame height and fire plume change depending on the fuel position relative to the wall. The 

influence becomes small if the distance between fire source and wall is at least twice the fire source 

diameter [14]. Hence it was assumed that the fuel position is in a corner of walls because the distances from 

two walls are less than twice the diameter of fire source. 

Comparison and Discussion for the Results of Calculations (CAL) and Experiments (EXP) 

Effectiveness of the Combustion Model about Mass Loss Rate 

Figure 5 shows some results of the calculations and experiments on mass loos rate. Fig. 5a and Fig. 5b 

represent fuel-controlled and ventilation-controlled fires respectively. The experiments shown in the figure 

are the moving average of the before and after 30 data points in each time. A satisfactory prediction for the 

time series variation of mass loss rate was obtained for each fire case. In Fig. 5a, the mass loss rate did not 
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decrease in the heat transfer rate from flame, but increased by the thermal feedback from surroundings 

based on Eq. 12. As a result, the values were larger than that in the open air. On the other hand, in Fig. 5b, 

which case was the smallest opening size and the largest fuel surface area, the reduction effect of the flame 

heat transfer was obvious. The fuel burning model involves the effect that the flame heat transfer decreases 

according to the lack of the required amount of oxygen for combustion. In this case, hence the mass loss 

rate decreased much smaller than that in the open air. 

 

Fig. 5. Effect of burning model about mass loss rate: (a) A2-W0.39H0.78; (b) A4-W0.1H0.2. 

Comparison of Typical Values 

Figure 6 shows comparisons of the typical values of the experiments and calculations. Both of them in the 

figure are the mean values of 10 data points at just before the decay about each parameter. The outline 

symbols refer to the case where no visible flame was ejected from the opening in the experiments, and the 

solid colored symbols refer to the case where visible flame was ejected. The errors of predictions about 

mass loss rate became as large as 35.2 % in one case, but the values in almost cases were plotted in the 

vicinity of the straight line in the figure. The errors of predictions for compartment temperature were not as 

identical as those for the mass loss rate and the calculations tend to be lower than experiments in the cases 

of Type A1 and A2 with flame ejected. But its error was 27.1 % at maximum and 13.2 % on average, 

which can be considered as a satisfactory prediction result. 

 

Fig. 6. Comparison between calculated and experimented results; the bars indicate the difference between 

maximum and minimum values: (a) mass loss rate; (b) compartment temperature. 
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Combustion Governing Factor and Mass Loss Rate 

The mass loss rate per unit area, FF Am , versus the combustion governing factor, FAHAx  , is 

presented in Fig. 7. The solid line in the figure represents the boundary equation for flame ejected, 

HAmF 077.0 , dividing the theoretical air inflow rate HA5.0  under a fully-developed fire by the 

stoichiometric air-to-fuel mass ratio [13], in addition to the mass loss rate equation HAmF 1.0  

proposed by Sekine and Kawagoe. As indicated by the experiments, when the combustion governing factor 

becomes small, the mass loss rate usually follows HAmF 1.0 . On the other hand, when the combustion 

governing factor becomes large, this relation broke down and the mass loss rate generally closed to the 

value in the open air. In the same way, the calculations also showed this tendency. 

The area marked with the dashed line in Fig. 7 indicates the cases with flame ejected, which was confirmed 

by visual observation and obtained the positive value from Eq. 19. These cases were agreement between 

the experiments and the calculations for all cases. 

 

Fig. 7. Mass loss rate versus ventilation parameter for fuel type: (a) A1; (b) A2; (c) A4. 

CONCLUSIONS 

This paper integrates a compartment fire zone model with the prediction of the transient fuel mass loss rate 

as the fire develops from fuel-controlled to ventilation-controlled conditions. The prediction of mass loss 

rate is influenced by: (i) the flame heat transfer as modified in reduced oxygen concentrations, and (ii) the 

thermal feedback from surroundings. The compartment zone model changes from two-zone to one-zone as 

the conditions change from fuel-controlled to ventilation-controlled inside the compartment. Predictions of 

the model are compared and validated with experiments providing the following results: 

(1) The consideration of the rate of flame heat transfer and the thermal feedback from surroundings makes 

it possible to predict the transient mass loss rate. 

(2) The reduction rate of the flame heat transfer can be obtained by using the stoichiometric ratio between 

oxygen and gasification fuel based on the zone concept (see Eq. 3). 
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(3) The clear distinction between the mass loss rate and the mass burning rate also makes it possible to 

predict the generation of ejected flame from opening. 
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